
Switch for Automotive Safety Intergrity Level Applications 

C&K’s SSW series is an innovative SMT Subminiature Snap Switch 

dedicated to ASIL related applications including electronic parking brake 

systems and by-wire functions. It can also be used in industrial and 

medical markets where functional safety is required.
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SSW SERIES

P R O D U C T  F LY E R

The SSW switch features

• Redundant contacts

• Double throw for self failure detection

• Change over time <15ms

• Top and side actuation

• Low acoustics

• IP67 sealing

• High reliability



SSW SERIES

S S W  SE R I E S

© C&K Components, Inc.        This document is governed by the Legal Disclaimer and Conditions found at www.ckswitches.com/legal/. February 2023

Americas Tel: +1.617.969.3700      Europe Tel: +33.1.60.24.51.51      Asia Tel: +852.3713.5288        www.ckswitches.com  

Series
SSW

Force
1 2N

Travel & type
1   1,2 mm: standard travel

Version
5 Standard

S S W S 0 1 R 3 7 0

Terminal type
S01 SMT

R370 Reel of 370 pcs

51 1

9,
65

 m
ax

X
=

11
0,

3

X
=

11
,7

0,
35

8,4

5,1

5,24 0,15

7,84 0,15

7,
55

6x 0,6

5
lenght terminals

8,3 0,2

12
,2

+
0,

4
-0

,2

15,4

1,4

0,9

2,34

5,66 8,3

0,56

1,
35

0,
05

+
0,

10
-0

,0
5

1,55 0,05

6x 1,2

8,3

1,2 0,05

8,
8

0,56

4,
6

5,24

7,84

2

3

5

6

1

4

CIRCUIT DIAGRAM

RECOMMENDED PCB LAYOUT

  Marking area. 3 lines with 5 characters 

 Terminal n°6

 Terminal N°3

 Terminal N°5 

 Terminal N°2 

 Terminal N°4 

 Terminal N°1 
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NOTES       Total travel ( the top of the plunger )

     Terminal N° 1-3 & 4-6 OFF position
Terminal N° 1-2 & 4-5 ON position
( the top of the plunger )

     Terminal N° 1-3 & 4-6 ON position
Terminal N° 1-2 & 4-5 OFF position
( the top of the plunger )

     Free position ( the top of the plunger )
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* Other versions available upon request.
Please consult your customer service.


